HORIZONTAL FAN COIL UNITS
ASHD SERIES (DIRECT DRIVE)
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MODEL

ASHD 200

ASHD 700

ASHD 1300

) nmlmll
765 191 180 | 180

L
325 | 375 | 850 | 525 | 475

n WEIGHT (KG)
80

150 0.355

ASIERIDE 300 | 765 | 510 | 560 | 1100 | 525 | 475 381 262 | 232 | 0.425 110
LSIEIETIDE 500 | 825 | 510 | 560 | 1100 | 575 | 525 381 262 | 232 | 0.425 115
700 (1040 | 510 | 560 [ 1100 | 750 | 700 381 262 | 289 0.75 135

1R DI 1000 | 1365 | 510 | 560 | 1100 | 1075 | 1025 381 262 | 700 0.75 170
1300 | 1670 | 510 | 560 | 1100 [ 1325 | 1325 381 262 | 950 1.5 200

LA1a D 1500 | 1890 | 510 | 560 | 1100 | 1600 | 1550 381 262 | 950 1.5 230
1700 | 1890 | 640 | 690 | 1100 [ 1600 | 1550 508 290 | 1235 1.5 260

ASHD 2000

NOTES

COLAIR.NET.AU

1.All dimensions are in millimetres (mm) unless otherwise stated

2.This is not a certified drawing

3.Left hand coil connections shown

4.Dimensions shown are a guide only, refer Colair for accurate dimensions




VERTICAL FAN COIL UNITS
ASVD SERIES (DIRECT DRIVE)
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SIDE ELEVATION FRONT ELEVATION
DATASHEET

FH (MAX) kW | WEIGHT (KG)

300 | 765 | 1175|1225 | 600 | 525 | 475 381 262 | 232 | 0.425 120
500 | 825 | 1175|1225 | 600 | 575 | 525 381 262 | 232 | 0.425 125
700 [ 1040 | 1175|1225 600 | 750 | 700 381 262 | 298 0.75 150
1000 | 1365 | 1175 | 1225 [ 600 | 1075 | 1025 381 262 | 700 0.75 185
1300 | 1670 | 1175 | 1225 | 600 | 1375 | 1325 381 262 | 950 1.5 225
1500 | 1890 | 1175 | 1225 [ 600 | 1600 | 1550 381 262 | 950 1.5 250
1700 | 1890 | 1300 | 1350 [ 600 | 1600 | 1550 508 290 | 1235 1.5 285

NOTES 1.All dimensions are in millimetres (mm) unless otherwise stated
2.This is not a certified drawing
3.Left hand coil connections shown
4.Dimensions shown are a guide only, refer Colair for accurate dimensions
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HORIZONTAL FAN COIL UNITS
ASHD Q (QUIET) SERIES (DIRECT DRIVE)
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FH (MAX) WEIGHT (KG)

150 | 765 | 380 | 1200 475 191 125 250 .
300 | 765 | 570 | 1200 475 381 200 400 0.75 150
500 | 825 | 570 | 1200 525 381 250 500 0.75 170
700 | 1040 | 570 | 1200 700 381 275 550 2x0.75 200
1000 | 1365 | 570 | 1200 | 1025 381 325 650 2x0.75 250
1300 | 1670 | 570 | 1200 | 1325 381 375 750 2x0.75 275
1500 | 1890 | 570 | 1200 | 1550 381 400 800 3x0.75 325
1700 [ 1890 [ 700 | 1200 | 1550 508 450 900 3x0.75 375

NOTES 1.Alldimensions are in millimetres (mm) unless otherwise stated
2.This is not a certified drawing
3.Left hand coil connections shown
4.Dimensions shown are a guide only, refer Colair for accurate dimensions

n COLAIR.NET.AU



